In this paper, Evolutionary (NSGA-II and NSGA-III) and Swarm Intelligence (MOPSO) based algorithms enhanced with Technique for Order of Preference by Similarity to Ideal Solution (TOPSIS) is employed to optimize five parameters of Two Degree Of Freedom (2DOF) controller. Three objective functions, one for set point tracking and two for disturbance rejections (flow variation of input fluid and temperature variation of input fluid both are in conflict) are deployed for the problem of shell and tube heat exchanger. Three test criteria IAE, ISE and ITAE function of error (set point tracking and disturbance rejection) and time are used for evaluation of objective functions. The Pareto set of solutions are obtained after optimizing all the five parameters of 2DOF controller. In order to obtain the comparative analysis of optimization algorithms (NSGA-II, NSGA-III, and MOPSO) all the Pareto optimal solutions are combined under three separate evaluation criteria IAE, ISE, and ITAE. TOPSIS a multiple criteria decision making method is used to rank the set of Pareto optimal solutions for reducing number of Pareto optimal solutions to a single solution. The best rank solution obtain for 2DOF controller parameters after applying TOPSIS on set of Pareto optimal solutions using Evolutionary (NSGA-II and NSGA-III) algorithms are compared with Swarm Intelligence (MOPSO) algorithm. To evaluate the performance optimization of 2DOF controller tuning, we compared the values of peak overshoot of step response, set point tracking error, disturbance rejection (both flow and temperature), settling time, and the percentage of solutions obtained from optimization algorithms under all three evaluation criteria IAE, ISE, and ITAE. MATLAB software tool is used to implement the above algorithms.
Introduction
The design of control systems is a multiobjective problem because; it involves the optimization of more than one objective functions like set point tracking, rejection of disturbances, and robustness to model uncertainty. Two degree of freedom controller is applied for set point tracking and disturbance rejections. Two objectives set point tracking and disturbance rejections are clashing and hence trade-off exists, this result in control problem of multiobjective optimization [1] . There are two major disturbances in the process of heat exchanger, flow variation of input fluid and temperature variation of input fluid. Increase in flow variation of process fluid result in increase in mass flow rate of the fluid causes reduction in mean exit temperature of process fluid. On the contrary, increase in temperature variation of process fluid causes increase in mean exit temperature of process fluid. The step increase is applied to both the disturbances which are in conflict [2] . The prime goal in the process of heat exchanger is to keep outlet temperature of the process fluid flowing through it at desire value in the presence of two major conflicting disturbances.
Hence, the problem of shell and tube heat exchanger is taken as test bench due to conflicting objectives [3] .
Controller tuning is a broad research area in which tuning rules are derived from the mathematical model of the system [4] . Classical computational methods fail in tuning controller for the multiobjective optimization problems due to following reasons:
(1) These methods can generate single solution from single run hence; several runs are required in order to generate Pareto set of solutions. (2) Convergence to optimal solution depends on chosen initial condition. ( 3) It requires differentiability of both objective function and constraints. (4) These methods fail when Pareto front is concave or discontinuous [5] . Evolutionary and Swarm based controller tuning is appealing investigators due to its efficiency to optimize parameters based on cost function, without any know-how about the process [6] . Also, these algorithms work based on population of search instead of single search hence, it provides parallelism [7] . Here, tuning of 2DOF controller is a five dimensional search space or a three dimensional objective space multiobjective optimization problem for the shell and tube heat exchanger system. Hence, outperformed evolutionary (NSGA-II and NSGA-III) and swarm intelligence (MOPSO) algorithms are used for tuning five parameters of 2DOF controller.
Multiobjective evolutionary optimization algorithms are classified into two categories: elitist MOEAs [8] and non-elitist MOEAs [9, 10, 11, 12, 13] . Nondominated Sorting Genetic Algorithm II (NSGA-II), is the known elitist multiobjective evolutionary algorithm. It is proved that elitism helps in achieving better convergence in MOEAs [14] . NSGA-III is an extension of NSGA-II though; it has significant changes in selection process [15] . NSGA-II and NSGA-III outperforms other MOEAs in terms of finding diverse set of solutions and converging towards true Pareto front [14, 15] .
Particle Swarm Optimization (PSO) algorithm falls under the category of swarm intelligence [16] . The different multiobjective swarm intelligence based optimization algorithms proposed by researchers are [6, 13, 17, 18, 19, 20, 21, 22, 23] . In this paper, MOPSO algorithm proposed by Carlos, Gregorio and Maximino [23] is used for optimization of 2DOF controller parameters as it is relatively easy to implement and it improves the exploratory capabilities of PSO by introducing a mutation operator. This algorithm also uses an external repository of particles to guide their own flight.
The multiobjective optimization algorithms give number of nondominated set of solutions called Pareto optimal solutions. Practically, user needs only one solution from the set of Pareto optimal solutions for particular problem. Generally, user is not aware of exact trade-off among objective functions. Hence, it is desirable to first obtain maximum possible Pareto optimal solutions and select best one using multi-criteria decision making technique. The various multi-criteria decision making techniques are MAXMIN, MAXMAX, SAW (Simple Additive Weighting), AHP (Analytical Hierarchy Process), TOPSIS, SMART (Simple Multi Attribute Rating Technique), ELECTRE (Elimination and Choice Expressing Reality) and many more [24, 25] .
The major advantage of TOPSIS method is it's rational, easy to implement, and good computational efficiency. Hence, TOPSIS is proposed as a decision support tool to rank the optimal solutions and select the best rank optimal solution [26] .
The best rank solution obtain for 2DOF controller parameters after applying TOPSIS on set of Pareto optimal solutions using Evolutionary (NSGA-II and NSGA-III) algorithms are compared with Swarm Intelligence (MOPSO) algorithm. To evaluate the performance optimization of 2DOF controller tuning, we compared the values of peak overshoot of step response, set point tracking error, disturbance rejection (both flow and temperature), settling time, and the percentage of solutions obtained from optimization algorithms under all three evaluation criteria IAE, ISE, and ITAE.
The present paper is formulated as under: In Section 2, heat exchanger system's explanation is provided. 2DOF controller optimization methods are proposed in Section 3. In Section 4, Implementation steps of TOPSIS algorithm is discussed. 2DOF controller parameter optimization and comparison of results are discussed in Section 5. Conclusion is in Section 6.
Theory
Shell and tube type of heat exchanger system is widely used in industries [27, 28, 29] . The diagram shown in Fig. 1 consists of shell and tube heat exchanger system with boiler, storage tank, and controller. The fluid in heat exchanger system heats up to a set temperature using steam supplied from the boiler. Here, a process of heat exchanger system is derived as FOPDT system [30] .
The outlet fluid temperature of heat exchanger system is measured by temperature sensor. Controller generates electrical control output signal (4e20 mA) based on input error signal. The control output signal (4e20 mA) is transformed to pressure signal (3e15 psig) using electronumetic means. The pressure output signal is attached with valve actuator, whose function is to position valve proportional to control signal. Flow variation of input fluid and temperature variation of input fluid are the prominent disturbances in this process. Flow variation of input fluid is more prominent disturbance compared to temperature variation in input fluid [3] . Underlying two assumptions are considered in the heat exchanger system description [31] . Here, feed forward type 2DOF controller comprising of serial compensator C s (s) and feed forward compensator C f (s) is used.
Where, C s ðsÞ and C f ðsÞ are represented as below.
The parameters of serial compensator C s (s) are known as proportional gain K p , integral time T i , and derivative time T D , they are called as "basic parameters". The parameters of feed forward compensator C f ðsÞ i.e., a and b are called as "2DOF parameters". Where, DðsÞ ¼ s 1þts is approximate derivative [27] . Assume, D T ðsÞ and D f ðsÞ are temperature and flow disturbance step inputs respectively. Derived transfer function based on superposition principle as under which is used for optimization of 2DOF control parameters in the programming. The description of heat exchanger system is provided in the previously published paper by the same authors in [32] for the optimization of 2DOF controller using GA.
Methodology
Three objective functions set point tracking, flow disturbance rejection, and temperature disturbance rejection are formed. An objective is to minimize set point tracking error, and both flow and temperature disturbances (which are also considered to be error). Therefore, criteria applied to evaluate the quality of system response have taken into account the variation of error over the entire range of time. The performance indices considered for evaluation of objective functions are Integral of Absolute Error (IAE), Integral of Squared Error (ISE), and Integral of Time-weighted Absolute Error (ITAE) described as under [4, 33] .
Criterion 2: Integral of Squared Error ISE
Criterion 3: Integral of Time-weighted Absolute Error ITAE In the multiobjective optimization problem vector of objective functions is required to be supplied for optimization. Here, vector of three objective functions are supplied for optimization of 2DOF controller parameters as under.
where, J setpoint ¼ Function of set point tracking considering any of the above three criteria for evaluation one at a time.
J flow ¼ Function of flow disturbance rejection considering any of the above three criteria for evaluation one at a time.
J temp ¼ Function of temperature disturbance rejection considering any of the above three criteria for evaluation one at a time.
Implementation of algorithms and comparison of results are discussed in the following section.
Calculation
The Multi-criteria decision making tool is used to select best solution among a finite set of solutions available for multiobjective optimization problems. TOPSIS was implemented by Hwang and Yoon [24] . TOPSIS works based on calculating the Euclidian distance from each alternative to a best performing attribute called Positive Ideal Solution (PIS) and a poorest performing attribute called Negative Ideal Solution (NIS) that are defined in n-dimensional space [26] . It consists of two criteria positive and negative. Positive criteria need to be increased and negative criteria need to be decreased. This process is implemented by taking the below steps:
Step 1: Specify alternative and criteria for non-dominated set of solutions of the 2DOF controller parameters. Assume that there are m possible alternatives called A ¼ ½A 1 ; A 2 ; .:; A m which are evaluated against criteria C ¼ ½ C 1 ; C 2 ; .:; C c .
Step 2: Assign ratings to criteria and alternatives using matrix X shown below
where, x ij indicates the value of alternative A i for criterion C g .
Step 3: Calculate weight of criteria by entropy technique to normalize decision matrix X mÂc using following formula.
The information entropy of criterion g is represented as under.
where, 0 D g 1 is assured with k ¼ 1=lnðmÞ.
The entropy method for measuring weights of criteria is an objective weight technique determined by data statistical properties. Here, the index with higher information entropy D g has greater variation hence, weight is calculated based on deviation
The weight for criteria by the entropy method is calculated as under (14):
Let l g be weight vector used to obtain the aggregated weight w ' g shown in (15) .
Step 4: Construct a normalized decision matrix using the vector normalization method, calculate normalized value r ig by (17) and construct matrix N mÂc given by (18) .
.; cÞ:
Step 5: Construct the weighted normalized decision matrix by building the diagonal matrix w ' cÂc with element w ' g in (15) to reach the V matrix:
Step 6: Compute the positive ideal solution (PIS) A þ and the negative ideal solution (NIS) A À of the alternatives:
where, G and G ' are the subsets of positive and negative criteria.
Step 7: Compute the distance of each alternative from PIS (d
Step 8: Compute the closeness coefficient of each alternative:
Step 9: Rank the alternatives.
MATLAB software tool is used to implement above steps.
Results & discussion
The proposed steps for 2DOF controller parameters optimization using MOPSO, NSGA-II, and NSGA-III algorithms enhanced with TOPSIS are as under. Step 1: Derive transfer function of plant, actuator, sensor, temperature disturbance, flow disturbance, serial controller, and feed forward controller considering the values as shown in Fig. 2 .
Step 2: Set the upper & lower bound values of 2DOF controller parameters.
Step 3: Define the magnitude of input, flow disturbance and temperature disturbance as step input of magnitude 1, 0.1 and 0.01 respectively [1] .
Step 4: Form the objective function, and define fitness same as objective function.
Step 5: Select the evaluation of objective function criteria IAE, ISE and ITAE one at a time. Step 
OR
Step 6: Initialize NSGA-II parameters: Cross over percentage '0.8', Mutation rate '0.09', the maximum number of iterations '100', Population size '100' [14, 34] . 
Step 6: Initialize NSGA-III parameters: Cross over percentage '0.8', Mutation rate '0.09', the maximum number of iterations '100', Population size '100', Number of reference point supplied '66' [15] .
Step 7: Supply the objective function as vector of three objectives.
Step 8: Call optimization functions MOPSO OR NSGA-II OR NSGA-III as required one at a time.
Step 9: Run the algorithm till maximum number of iteration.
Step 10: Obtain Pareto optimal set of solutions from above three algorithms NSGA-II, NSGA-III, and MOPSO under three evaluation criteria IAE, ISE, and ITAE.
Step 11: Apply TOPSIS to rank the set of Pareto optimal solutions obtained in Step 10.
Step 12: Plot the results with best rank solutions. The number of non-dominated set of solutions obtained for 2DOF controller parameters optimization using NSGA-II, NSGA-III, and MOPSO algorithms under three test criteria IAE, ISE, and ITAE are shown in following Table 1 . TOPSIS algorithm is applied to prioritize the pareto set of solutions shown in Table  1 . Here, minimization of peakover shoot, flow disturbance rejection, and temperature disturbance rejection are considered as three criteria C 1 ; C 2 ; and C 3 for TOP-SIS. All three criteria are negative as it requires to be minimized. The weights of criteria assumed to be idential (w ¼ 1). After applying TOPSIS, rank of each nondominated solution along with closeness coefficient is obtained shown in following Tables 2,3 , and 4.
In order to obtain the comparative analysis of optimization algorithms (NSGA-II, NSGA-III, and MOPSO) all the Pareto optimal solutions are combined under Table 1 . TOPSIS is used to obtain top 10 high rank individual solution from combined set of solution shown in Table 5 .
As shown in Table 5 It is derived from Table 7 , that settling time of the system is minimum under IAE criterion of NSGA-II (Solution No-177) algorithm.
Conclusion
In this paper, Evolutionary (NSGA-II and Swarm Intelligence (MOPSO) algorithms, results shown in Table 1 . TOPSIS a multiple criteria decision making method is used to rank the set of Pareto optimal solutions for reducing number of Pareto optimal solutions to a single solution. In order to obtain the comparative analysis of optimization algorithms (NSGA-II, NSGA-III, and MOPSO) all the Pareto optimal solutions are combined under evaluation criteria IAE, ISE, and ITAE. The combined non-dominated set of solutions are 202(IAE), 133(ISE), and 116(ITAE). TOPSIS is used to obtain top 10 high rank individual solution from combined set of solution. The performance optimization of 2DOF controller tuning was evaluated by comparing the values of peak overshoot of step response, set point tracking error, disturbance rejection (both flow and temperature), settling time, and the percentage of solutions obtained from optimization algorithms under criteria IAE, ISE, and ITAE. Here, three negative criteria C 1 ðpeakover shootÞ; C 2 ð flow disturbance rejectionÞ;
and C 3 ðtemperature disturbance rejectionÞ having identical weights (w ¼ 1) are considered for priporitizing the solutions using TOPSIS.
From the results shown in Table 5 , it is concluded that after merging the solutions of the algorithms, the percentage of solutions from NSGA-II is greater than NSGA-III and MOPSO under three evaluation criteria IAE, ISE, and ITAE. Also, the best rank of solution is obtained from NSGA-II (under IAE and ISE) and MOPSO (under ITAE). algorithms respectively. It is derived from Table 7 , that settling time of the system is minimum under IAE criteria of NSGA-II (Solution No-177). From this, it is concluded that, NSGA-II algorithm outperforms NSGA-III and MOPSO algorithms for this particular test problem.
The following recommendations are proposed for future work in tuning of 2DOF
controller parameters:
1. The performance of NSGA-II, NSGA-III and MOPSO algorithms may be compared with other class of algorithms like: Ant colony algorithm, Artificial Bee colony algorithm and others.
2. The criteria for evaluation of objective functions can be tried other than used one IAE, ISE and ITAE to see the results.
3. Here, results are tested by applying step inputs of magnitude 1, 0.1 and 0.01 for set point tracking, flow disturbance, and temperature disturbance. The other inputs can be applied to verify the performance of algorithms.
